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 ■ The MCD350 SACD/CD Player delivers a pure 
playback experience from your SACDs and CDs.

 ■ Features a balanced 2-channel, 32-bit/192kHz 
Digital-to-Analog Converter (DAC) to reproduce 
your music with great clarity.

 ■ Includes fixed balanced and unbalanced analog 
stereo outputs. Digital coax and optical outputs 
also included if an external DAC is preferred. 

 ■ 2x read speed allows disc data to be stored in  
a buffer memory for a better error correction  
and tracking.

 ■ Rigid aluminum die-cast CD tray.

Pure Playback Experience
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Companion Products
The MA5200 Integrated Amplifier, MT5 Precision Turntable and XR50 Loudspeakers are logical 
companions for the MCD350 SACD/CD Player. Your Authorized Dealer can provide additional 
information on other McIntosh product combinations.   

To learn more, please call us at 1.800.538.6576.
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Disc Formats:
SACD, CD, MP3, WMA

Frequency Response:
SACD: 4Hz-40kHz +0.5dB/-2dB

CD: 4Hz-20kHz +/-0.5dB

Total Harmonic Distortion:
SACD: 0.003%

CD: 0.002% 

S/N Ratio:
108dB

Dynamic Range:
100dB

Outputs:
1 Balanced

1 Unbalanced
1 Coax

1 Optical

Digital-to-Analog Converter (DAC):
2-channel, 32-bit/192kHz, balanced

Overall Dimensions (W x H x D):
17-1/2” (44.5cm) x 6” (15.3cm) 

x 19” (48.3cm) 

Weight:
28 lbs (12.7kg) net,

42.5 lbs (19.2kg) in shipping carton

For the Consumer’s Protection: 
In order to ensure the highest level of customer 

satisfaction, new McIntosh products may only be 
purchased from an Authorized McIntosh Dealer; 
and, with certain limited exceptions may only be 

purchased over-the-counter or delivered and 
installed by the Authorized McIntosh Dealer. 

McIntosh does not warrant, in any way, products 
that are purchased from anyone who is not an 

Authorized McIntosh Dealer, or that have had their 
serial numbers altered or defaced.


